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GALVANIZED

Not to Scale UNISTRUT CROSSARM

METER BASE

KWH METER (SUPPLIED BY UCEMC)

TO MEMBER
STRUCTURE

24"
MIN

3" PVC SCHEDULE 80 ABOVE GRADE

6'-0" 24" SEE SPEC
UG-SDD

SUPPLY
UCEMC

90° RADIUS ELBOW(36" RADIUS)

(LONG SWEEP SCH. 40 PVC BELOW GRADE)

GENERAL NOTES:

10. The service installation must meet NEC, NESC, and UCEMC requirements for connections.

11. Unless otherwise noted in this document, all material shown is to be supplied and installed by the member.
12. The meter base will be located where it will be easily accessible, without the need to move obstructions, or enter

enclosed areas that require the home owner to access.

METERING ON A PEDESTAL
PERMANENT METER BASE

WITH DISCONNECT

FINISHED
GRADE UNOBSTRUCTED RADIUS

UCEMC Conduit.
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1. Contact UCEMC engineering to confirm a
location for the member owned Pedestal and the 
UCEMC supply pole.

2. UCEMC reserves the right not to install a
service that does not adhere to the required 
specifications in this document.

3. A minimum of two conduit supports shall
secure the supply conduit to the main support 
structure using galvanized or stainless steel 
hardware.

4. The supply conduit to the meter base shall be
size 3" schedule 80 electrical grade PVC when 
exposed above ground.

5. Members should install a PVC expansion
coupling below the meter on the underground 
supply conduit.

6. Service entrance conductors from UCEMC’s
supply pole to the meter base will be supplied and 
installed by UCEMC.

7. When supplying power to a mobile home,
locate the pedestal within 200' wire distance of the 
UCEMC transformer pole.

8. Pedestal posts should be installed at 24"
depth, minimum with backfill being tamped at a 
maximum of every 6".

9. Long Sweep PVC elbows shall be supplied
and installed when transitioning from the ditch to 
a PVC riser.
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Ground Rods per NEC codes
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GALVANIZED POSTS 2-3/8in x 8ft.
OR LARGER FOR CHAIN LINK
FENCE AND POST CAP.
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