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NOTES: 7 12 COVER
1. INSTALL 3" CONDUIT STAND—OFF. }
2. DRILL 3/4" HOLE ON CENTER OF CONDUIT. UNDERGROUND
3. USE 5/8” ALL-THREAD BOLT WITH LOCK WASHER LINE FROM UCEMC 6'=0"

INSIDE WALL OR MASONRY AND EXTEND
FOR LOCK WASHER AND NUT.
4, STAND-OFF MUST SUPPORT WEIGHT OF CONDUIT.

~————— CUSTOMER’S BUILDING

EXTERIOR WALL
/_

3" PVC CONDUIT (SCH. 40)
BELOW GRADE

NOTES:

1. GROUND ROD TO BE COPPER CLAD
WITH APPROVED CLAMP.

2. GROUND ROD TO BE DRIVEN IN GROUND FULL
LENGTH AT LEAST 24" FROM FOUNDATION AND
24" FROM DITCH WITH 12" EARTH COVER.

3. GROUND WIRE TO BE NO. 4 COPPER MINIMUM.

4. INSTALL GROUND WIRE FROM GROUND LUG IN
METER BASE TO GROUND ROD.

N

2-5/8" x 8 COPPER CLAD
GROUND RODS WITH
APPROVED CLAMP

RPROVIDE AS MUCH SLACK
AS POSSIBLE IN BOX 7
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RODS 24" FROM . » UPPER CUMBERLAND
| FOUNDATION AND | 90" RADIUS ELBOW(24" RADIUS) STANDARD
| 24" FROM DITCH | (SCH. 40 PVC) ELEC TR’C NUMBER
1 WITH 12” EARTH | MEMBERSHIP CORPORATION MB-UG-1
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